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Garnmaterial:
Yarn material:

Kettgarnspannung: 
Warp yarn tension:

Stückzahl:
Quantity:

Blankoskizze für Ihre Wunschmaße
Bitte in mm eintragen

Blank sketch for your desired dimensions
Please enter in mm
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Laser poliertes Fadenauge 
Laserpolished yarn eye

Laserverrundete Flachstahllitze
   Minimierte Garnschädigung im Fadenauge

   Geringere Kerbwirkung  der Garne im Fadenauge 

durch tiefwirkende Abrundung aller Stanzkanten

   Lastabhängig einstellbarer Umlenkradius 

   Litzendicke 0,30 bis 0,80 mm

    Litzenlänge 11“-24“ / 280-620 mm

   Litzenbreite 3,5 & 5,5 mm

   Endösenform J / C / O

    Rostfreier Stahl, gehärtet

    Erhöhte Verschleissfestigkeit durch Mikrohärtung 

im Fadenauge bei speziellen Werkstoff en möglich

Laserpolished Flat Steel Heddle
   Minimized yarn damage in the yarn eye

   Reduced notch eff ect of the yarns in the thread eye

due to deep-knit rounding  of all punching edges

   Load-dependent adjustable defl ection radius 

   Heald thickness 0.30 to 0.80 mm

   Heald length 11“-24“ / 280-620 mm

   Heald width 3.5 & 5.5 mm

   End eye shape J / C / O

   Stainless Steel, hardened

   Increased abrasion resistance due to micro-hardening 

in the thread eye possible with special materials

Standard mechanisch poliertes Fadenauge
Standard mechanical polished yarn eye


